
REVOLUTIONISING TIMELESS 
APPEAL WITH MODERN 

INNOVATION

The Coruline range of Perforated and 
Unperforated Ceilings, Eave and Wall 
Linings turns the appeal and strength 
of miniature corrugated metal into a 
sophisticated and innovative system.
Options
•	 Colourbond Zincalume
•	 Clear Lacquered Zincalume provides 

“Authentic	look’	finishes.
•	 Stoved Enamel (non-standard colours)
•	 Aluminum Anodised or Painted.
Features 
•	 Concealed Fixing
•	 Perforated and Unperforated
•	 Minimal end joins
•	 Low	traditional	profile
•	 Purpose rolled lengths
•	 Acoustic or non-acoustic
•	 Strong Machine Curve Rolled Carriers
Applications 
•	 Curved, Flat and Raking Ceiling and 

Walls
•	 Suspended	or	direct	fixed
•	 Decorative Finishes

Coruline
CorulineTM is an innovative adaptation of a timeless  

cladding	profile	that	maintains	great	appeal	to	the	

specifier	and	client	for	even	the	most	modern	of	building	

applications.  The inherent strength and character 

developed	by	such	a	profile	provides	many	potential	

uses not previously realised. Coruline’s strength and 

flexibility	in	a	great	variety	of	aesthetic	and	practical	

ways	leads	us	all	to	appreciate	the	ingenuity	of	its	profile	

even further. Its appearance is accentuated by utilising 

our proprietary rolling methods that creates panels of 

long	lengths.	The	aesthetic	appeal	of	concealed	fixings	

and	other	benefits	of	the	Coruline	System	enable	it	to	be	

used	in	applications	for	ceilings,	walls	,	eaves	and	soffits.

When installed in accordance with the manufacturer’s 

recommendations, CorulineTM can be used in areas 

requiring additional resistance to high wear and tear and 

climatic conditions whilst still providing an appealing and 

desirable	finish.

ZINCALUME

Colorbond	•	Clear	Lacquer

Powder Coat

ALUMINIUM

Powder Coat

ACOUSTIC ASSESSMENT

Acoustic Performance -

Laboratory Tests Available

Open	Area	≈	15%
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1 NRC = 0.70 PERFORATED + 25MM BTF

2 NRC = 0.85 PERFORATED + 50MM BTF

3 NRC = 0.90 PERFORATED + 75MM BTF

ANODIZED
OVER ALUMINIUM

PERFORATED
ALUMINIUM

COLORBOND
OVER Z INCALUME

CLEAR LACQUER
OVER Z INCALUME

SIMPLE CONCEALED F IX INGSIMPLE CONCEALED FIXING Premium Acoustic & 
Thermal Properties
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